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POLE SCHEDULE

TRAFFIC SIGNAL CONTROLLER

CABINET TYPE CONTROLLER AUX. CONTROL
REMARKS LOCATION

REMARKS LOCATION
POLE MAST ARM SIGNALS

NO. TYPE SIG. LUM. MTG. FACE

P.B.

SIGN

A

APPROX. AS SHOWN.

NOTES:
P.E.C.

IV

/ INSTALL CONTROL

CABINET MOUNTED

SERVICE ENCLOSURE

AS PER T.S. 3-14,

EXCEPT THAT IT SHALL

BE FULLY METERED.

INSTALL PEC AND 20

AMP FUSED LIGHTING

CONTACTOR.  SEE 

NOTES THIS SHEET.

MPS-80 MENU-DRIVEN WITH

LCD.  SEE NOTES THIS 

SHEET.

/

1.   THE CONTROL CABINET SHALL BE WIRED AND

     LABELED WITH THE SAME PHASE NUMBER

     DESIGNATIONS FOR INITIAL AND FUTURE

     PHASES, AS SHOWN IN THE PHASE MOVEMENT

     DIAGRAM OR AS NOTED ON THE PLANS.  EACH

     CONNECTOR SHALL HAVE ALL PINS WITHIN THE

     CONNECTOR BROUGHT TO CABINET TIE POINTS.

     ANY CONTROL CABINET NOT WIRED ACCORDINGLY

     WILL BE REJECTED BY THE ENGINEER.

 2.   THE MPS-80 CONTROLLER SHALL HAVE ALL THE

     SPECIAL PROGRAM APPLICATIONS PER STANDARD

     SPECIFICATIONS SUB SECTION 734-2.02 C(3)(a),

     EXCEPT FOR THE ARTERIAL MASTER

     CONTROLLER APPLICATION.

 
3.   INSTALL P.E.C., 20 AMP FUSED LIGHTING

 

4.   ALL SIGNAL FACE LENSES SHALL BE GLASS.    
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5.   SPECIAL ADA PEDESTRIAN PUSH BUTTONS SHALL

     BE INSTALLED.  SEE SPECIAL PROVISIONS FOR 

     PEDESTRIAN PUSH BUTTON ASSEMBLY AND

     INSTALLATION REQUIREMENTS.

6.   THE CONTRACTOR SHALL FIELD VERIFY ALL POLE

     LOCATIONS WITH THE ENGINEER, PRIOR TO ANY

     CONSTRUCTION ACTIVITY.

     CONTACTOR AND FLASHER WITH DIMMING

     CIRCUIT, AS CALLED FOR ON THE PLANS 

     AND THE SPECIFICATIONS.
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